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First built-in electronics solar pump company in China.The pump's innovative design allows it to be pow-
ered with both AC and DC sources without making any modifications to the pump or adding additional
equipment.

Max. power output is 2200 W. The speed range for the motor is 500-3600rpm depending on the power
input and the load. The motor has been developed especially for the Solar Deep Well Pump System.The
motors are based on the most advanced technology within rare earth permanent magnets. The motors
have a built-in electronic unit containing a frequency converter and motor controller. The Samking pump
features variable speed which is offered through vector control. This means that the pump can be set to
operate in any operating point in the range between the pump Min. and Max. performance curves.the
system have variety of applications, such as Rural water supply for ranches ,cabins ,and cottages,Outly-
ing area, area where lack of electric power;New energy sources application, Building/Small water-
works/Domestic water supply/Tank applications, Irrigation and Small water work,Landscaping,City,
Factory, and commercial establishment water supply, Water conservancy system,Fountains,Wildlife

refuge.

Main Function

= Brushless, water cooling, frequency converter and controller built in

= Hybrid powered by AC/DC, Power Range: 0.5HP-3HP

= Soft starting running

= Trust bearing system

= Supply Voltage Range: 60-380Vmp or 90-240VAC at 50/60 Hz, maximum VOC440V

= Motor Efficiency high

« MPPT Efficiency high

= GPRS (optional)

« Generator auto turn on/off (optional)

« Enough protection (Dry protection, Reverse protection, Over head protection, Overload protection,
Over-Current protection, over volltage protection, Over power protection, Lighting protection)

= SS304

= 2years warranty
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Question:Why Samking solar pump use frequency converter

Answer.variable frequency motor will actively change their speed according the all time changing
power which provided by solar panels ,Perfect combination with MPPT, ultra-frequency operation,make
sure absorb above 95% power provided by panels . Improve customer return on investment

The traditional AC motor only get maximum speed is 2850RPM,and it only could passively discharge

according the voltage,not according power . efficiency will low.

Question:Why Samking solar pump use shield motor
Answer:shield design make the mechanical seal is unnecessary, avoiding the risk of mechanical seal
leakage because of mechanical seal wear and tear. Avoiding the reduce of efficiency because of

mechanical seal friction also ,at the same time ,wet rotor cooling better.

Question:Why Samking solar pump use Permanent Magnet motor not AC motor
Answer:Our magnetic field of permanent magnet motor is provided by permanent magnet themself
(rare earth) ,have not any lose of efficiency

While traditional AC motor's magnetic field is provided by rotation of rotor and stator,so part of input

power be used to generate magnetic field,reduces efficiency

Question:Why Samking solar pump use BLDC motor not brush DC motor

Answer:Although brushed DC motor can work directly with solar panels also, it's not good option,there
have follow different from BLDC

Life BLDC motor is 10000H,while brush pump Maximum life is 2000h~3000H because the brush and

slip wear and tear.

DC brush pump system has very low efficiency without MPPT. There isn't any Protection because of without

controller also. too noise. Safety is significantly lower than BLDC motor.
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Components & Materials

Component

1 Discharge chamber

2 Non-return valve

3 Guide vanes

4 Pump shaft

5 Impeller

6 Impeller fastener

7 Cable cover

8 Inlet part

9 Shaft coupling
10 Upper bearing housing
11 Upper Bearing

12 PM Rotor

13 Stator

14 Pump housing

15 Thrust bearing

16 Lower bearing

17 Lower bearing housing

18 PABA

19 Controller Housing

20 Radiator

21 Inductor

22 base

Material

Stainless steel 304
Stainless steel 304
PC/Stainless stee 304
Stainless steel 304
POM/Stainless steel 304
Stainless steel 304
Stainless steel 304
Stainless steel 304
Stainless steel 304
Stainless steel 304

Silicon carbide

Stainless steel 304
Graphite
Silicon carbide

Stainless steel 304

Stainless steel 304

Aluminium

Stainless steel 304
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Model Description

4 SP 3 -3

Stages

Rate Flow(ms/h)

Type range

Minimum suit boreholes(inch)

4sp Installation list

Products & accessories

Pump Monitor GPRS modem Flow meter Pressure switch

+ + +

Pump extension Photovoltaic extension Insulating waterproof PVC electrical
cable line +SO-1 connector  self adhesive tape adhesive tape

Commom tools

System Components

To extend the flexibility of the system, each package is supplied with,
-Samking Multistage 4" 5" or 6” water pump to suit Head and flow
-Samking Solar Motor AC/DC 2.2kW

-Samking Monitor Sk3000 (optional)

-GPRS(optional)

-Flow Switch(optional)

-Pressure Switch(optional)

-Floating switch (optional)

-Pressure tank(optional)
+ + + + +
Ball float valve Float switch AC airswitch  DC air switch Solar panels
(Infrequent start-up & (including support)

adjustable liquid level)

+ + + +

PTFE tape Nylonrope Water pipe Piping accessories Hoop or wire
such as valve and joint  rope

L]
-~
- -:£ P
£
=
+ + + + + AR e + +

AC and DC Megger Scissors Phillips screwdriver  Slotted screwdriver  Intwo use solid wrench  Insix sides Spanners Pipe tongs Diagonal wrench
multimeter
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4SPFO.8—300 MOTOR 1 HP Helical Pump 4SPF1.4—200 MOTOR 1.5 HP  Helical Pump
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= 6.0 =
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0.0
200 300 400 500 600 700 800 900 1000 4
INPUT POWER(WATTS) 300 500 700 900 1100
INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
300 400 500 | 650 | 700 | 800 900 400 600 800 | 900 | 1000 1100
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
80 8.2 11.7 11.7 11.7 11.7 11.7 11.7 50 22 25 25 25 25 25
100 7.5 10. 7 11.7 11.7 11.7 11.7 11.7 70 20 25 25 25 25 25
120 6.7 9.5 11.3 11.7 11.7 11.7 11.7 90 15 23 25 25 25 25
140 5.0 8.5 10.9 11.2 11.2 11.2 11.2 110 13 20 25 25 25 25
160 3.0 6.7 9.7 10.7 10.9 10.9 10.9 120 11 19 24 24 24 24
180 5.3 7.7 10.0 10.7 10.7 10. 7 130 9 18 23 24 24 24
200 3.8 6.7 9.7 10. 5 10.5 10.5 140 8 15 22 23 24 24
220 5.2 8.5 9.2 10. 2 10. 2 150 7 13 20 22 23 23
240 4.0 7.0 8.0 9.4 9.4 160 13 19 21 23 23
260 3.2 5.7 6.5 8.7 8.7 170 12 18 19 22 22
280 4.4 5.2 7.0 8.7 180 10 15 17 20 22
300 3.2 5.0 7.2 190 8 12 15 18 21
200 6 10 13 16 20
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
11. 5L/min 300m 60-380Vimp (60-440V0C) 90-240VAC - — 251 /min 200m 60-380Vmp (60-440V0C) 90-240VAC . —
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W+4 in series 900w 17 4" 3006 in series 1. 2kW 1.25” 47
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 4Tm*0. 16m*0. 25m 22. bKGS 16. bKGS 1. 41m 4 1. 47m*0. 16m*0. 25m 23. 5KGS 17KGS 1. 41m 4"
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4SP 2—7 MOTOR 0.5 HP Centrifugal Pump

4SPF2.8—140 MOTOR 1.5 HP Helical Pump
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INPUT POWER(WATTS) 0
NPUT FORERCWATTS) 0 200 400 600 800 1000 1200
400 600 | 800 | 1000 | 1200 1400 INPUT POWER(WATTS)
HEAD (m) FLOW RATE (LITERS/MINUTE)
20 m 16 16 46 46 16
30 38 45 45 45 45 45 INPUT POWER (WATTS)
40 33 45 45 45 45 45 200 300 400 50 | 600 | 700 | 800 900 1000
50 26 Al 44 4 4 44 HEAD (m) FLOW RATE (LITERS/MINUTE)
60 22 36 43 4 4 4 10 34 44 54 60 68 71 76 80 83
70 13 30 41 43 43 4 20 17 27 38 49 55 61 66 71 7
80 25 35 42 43 43 30 9 18 2% 34 42 49 55 62 68
9% 19 31 38 4l 42 40 3 1 18 % 31 38 2 49 56
100 14 25 32 39 41 50 4 10 21 2% 31 36 41 16
110 2l 30 36 39 60 5 12 16 21 2% 32 36
120 14 25 31 37 70 7 9 11 1 12 12
130 11 23 2% 35
140 17 23 30
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
461, /min 140m 60-380Vmp (60-440V0C) 90-240VAC - — 90L/min T5m 60-380Vimp (60-440V0C) 90-240VAC - —
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W6 in series 1. kW 1.25” 47 300W3 in series 1. 2kW 1.25” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 470, 16m+0. 25m 93. 5KGS 17KGS 1. 41m Iz 1. 020, 16m%0. 20m 19KGS 16KGS 0. 9m g
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4SP 3—3 MOTOR 0.5 HP Centrifugal Pump 4S P5—3 MOTOR 0.5 HP Centrifugal Pump
180
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0 200 400 600 800 1000
0 INPUT POWER(WATTS)
0 100 200 300 400 500 600 700
INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
200 | 300 | 00 | 500 500 100 200 300 40 | 500 | 600 [ 700 800 900
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
10 39 62 5 S3 94 5 31 74 99 115 128 136 145 151 158
15 % ) 58 69 82 10 11 47 7 94 108 119 128 141 148
20 14 33 15 57 70 15 22 50 68 83 97 106 125 132
% 29 % 38 15 20 6 23 49 65 72 87 106 116
25 30 39 51 64 75 79
30 10 18 19 23 27 27
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
100L/min 30m 60-380Vmp (60-440V0C) 90-240VAC // 166L/min 33m 60-380Vmp (60-440V0C) 90-240VAC //
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W+3 in series 630w 1.25” 4" 300Wx3 in series 0. 9kW 1.5 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m*0. 16m*0. 20m 19KGS 15KGS 0. 85m 4" 1. 02m%0. 16m*0. 20m 18KGS 15KGS 0. 85m 4”7
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4SP8-2 moTOR0.5HP centrifugal Pump ASP2-9 motor1HP centrifugal Pump
90
250
10m
m
80 20m
10m Oom
200 70
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15m 60 50
= b m
> 150 = 50
=2 =
= s m
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ot =
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)
80
100 30 m
20m
20
50 90m
10
(0]
0 0 200 400 600 800 1000 1200 1400
0 200 400 600 800 1000 1200 INPUT POWER(WATTS)
INPUT POWER(WATTS)
INPUT POWER (WATTS)
200 300 400 500 600 | 700 | 80 [ 900 [ 1000 1100 | 1200
INPUT POWER (WATTS) HEAD (m) FLOW RATE (LITERS/MINUTE)
200 300 400 500 | 600 | 700 | 800 900 1000 10 31 42 42 57 62 67 71 74 7 81 84
HEAD (m) FLOW RATE (LITERS/MINUTE) 20 17 27 27 47 52 58 62 68 70 74 79
5 102 134 151 173 191 204 217 228 236 30 8 18 18 34 41 48 53 59 63 67 74
10 38 67 101 131 144 167 181 196 204 40 2 12 12 26 32 37 43 49 54 58 63
15 8 34 51 83 100 114 134 157 164 50 8 8 20 25 30 35 40 43 49 54
20 19 30 47 65 71 78 82 84 60 3 3 13 18 25 29 34 37 41 45
70 10 14 18 22 26 29 33 39
80 6 11 15 19 22 26 27 31
90 2 6 8 11 11 10 11 10
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
260L/min 22m 60-380Vmp (60-440V0C) 90-240VAC _/ 90L/min 95m 60-380Vmp (60-440V0C) 90-240VAC //
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300Ws3 in series 1. 1kW 27 4" 300Wsk4 in series 1. 2kW 1.25” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m%0. 16m*0. 20m 18KGS 15KGS 0. 82m 4 1. 02m*0. 16m*0. 20m 19. 5KGS 16KGS 0. 96m 4
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4SP3—6 MOTOR 1HP centrifugal Pump 4SP5-6 MOTOR1HP Centrifugal Pump
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0 0
0 200 400 600 800 1000 1200 1400 0 400 800 1200 1600
INPUT POWER(WATTS) INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
200 300 400 500 | 600 [ 700 | 80 | 900 1000 1200 200 | 300 | 400 | 500 [ 600 | 800 | 900 [ 1000 | 1100 | 1200 [ 1400 | 1500
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
10 36 49 60 68 75 81 87 93 97 103 10 48 62 81 91 104 119 127 132 136 142 151 158
20 15 30 39 51 60 67 73 80 84 94 20 20 32 49 63 75 95 103 111 116 122 135 139
30 15 25 35 43 50 58 65 71 82 30 17 29 39 49 69 78 85 94 102 114 122
40 7 14 25 32 38 44 51 57 68 40 12 21 30 50 58 64 71 79 92 104
50 7 14 20 26 31 38 38 44 50 11 18 33 39 45 51 57 73 76
60 6 13 19 20 20 21 21 22
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
106L/min 60m 60-380Vmp (60-440V0C) 90-240VAC // 166L/min 66m 60-380Vmp (60-440V0C) 90-240VAC //
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300Ws4 in series 1. 2kW 1.25” 47 300W«4 in series 1. 8kW .57 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m*0. 16m*+0. 20m 19KGS 15. 5KGS 0. 9m 4" 1. 02m0. 16m*0. 20m 19KGS 15. 5KGS 0. 9m 4"
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4SP8—3 MOTOR 1 HP Centrifugal Pump 4SP14—1 MOTOR 1 HP Centrifugal Pump

250 400
5m
3m
10m 4
350
200 15m 6m
300
20m
. L 250 gm
= 150 =
> 2
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= 25m =
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&2 o
z =
- —
= 100 150
30m
100
50
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50 /
0 0
0 200 400 600 800 1000 1200
0 200 400 600 800 1000 1200 1400
INPUT POWER(WATTS)
INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
200 300 400 500 | 600 | 800 | 900 1000 1100 1200 200 300 400 500 | 600 | 700 | 800 900 1000 1100
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
5 92 124 147 169 176 202 211 219 225 237 3 188 242 258 284 302 320 337 347 364 374
10 45 7 100 132 143 177 187 196 206 216 4 124 190 217 248 270 294 311 333 346 356
15 18 50 67 93 104 144 157 167 177 193 6 58 138 170 207 237 260 284 292 301 314
20 25 40 60 70 111 121 138 149 162 8 70 102 147 191 217 238 247 247 248
25 14 22 48 54 81 90 99 109 127 10 55 107 149 172 181 181 180 181
30 10 35 38 57 70 70 74 81 12 24 50 52 50 53 53 51
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
260L/min 33m 60-380Vmp (60-440V0C) 90-240VAC // 375L/min 12m 60-380Vmp (60-440V0C) 90-240VAC //
PV Connection Max input power Outlet size Motor size Py Connection Max input power Outlet size Motor size
300Ws4 in series 1. 5kW 27 4" 300Ws4 in series 1. kW 27 4
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m%0. 16m*0. 20m 18KGS 15KGS 0. 85m 4" 1. 02m+0. 16m*0. 20m 18KGS 15KGS 0. 8m 4”
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4SP2—1 1 MOTOR 1.5 HP Centrifugal Pump 4SP3—8 MOTOR 1.5 HP Centrifugal Pump

100 120
90 10m 10m
" 100
80
40m
70 50
m 80
60 60m L 5
= )
2 =
Z 50 Z Z 60
> %)
< o
2 8 g
M40 =
> 90m
40
30
100m
20
20
10
0 0
0 500 1000 1500 2000 0 400 800 1200 1600
INPUT POWER(WATTS) INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
200 400 600 | 800 [ 1000 | 1200 1400 1600 200 | 300 | 400 | 500 [ 600 | 800 | 900 | 1000 [ 1100 | 1200 | 1400 [ 1600
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
40 2 19 33 44 53 60 66 73 10 38 47 56 66 70 80 84 88 93 96 101 105
50 12 25 35 42 51 59 67 20 20 29 41 53 57 69 74 78 83 87 94 99
60 17 25 34 44 51 59 30 7 19 27 38 42 56 62 67 73 7 84 91
70 10 18 28 38 42 51 40 8 19 28 32 44 49 56 62 66 74 83
80 4 14 22 31 36 43 50 10 18 22 35 40 45 50 55 63 73
100 3 12 16 20 20 60 4 13 16 25 30 34 39 46 52 57
70 6 9 19 24 28 30 33 36 37
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
90L/min 110m 60-380Vmp (60-440V0C) 90-240VAC - — 106L/min 80m 60-380Vmp (60-440V0C) 90-240VAC - —
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
3006 in series 1. 9kW 1.25” 4" 300W6 in series 1. 6kW 1.25” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 12m%0. 16m*0. 20m 20KGS 16. 5KGS 1m 4 1. 02m*0. 16m*0. 20m 19KGS 16KGS 0. 95m 4
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4SP5-8 MoTOR 1.5 HP Centrifugal Pump ASP8-4 moToR 1.5 HP Centrifugal Pump

300
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0 0 400 800 1200 1600
0 400 800 1200 1600 2000
INPUT POWER(WATTS)
INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
200 400 600 800 | 1000 | 1200 | 1400 | 1600 1800 2000 200 400 600 | 800 [ 1000 | 1200 1400 1600
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
10 51 76 95 110 122 128 137 144 150 156 5 91 140 169 188 209 223 235 252
20 24 49 73 92 103 115 122 130 139 146 10 51 107 138 166 187 205 221 234
30 6 31 50 70 83 97 107 115 125 132 15 24 73 105 136 161 181 201 215
40 16 31 51 63 77 88 99 109 117 20 11 46 79 108 135 158 176 194
50 7 21 35 45 56 70 81 92 101 25 33 52 7 106 131 153 170
60 12 25 35 45 54 63 76 85 30 21 44 64 83 102 130 149
70 3 15 24 35 43 52 61 66 3b 29 49 67 85 101 118
80 4 15 21 21 21 22 23 40 20 36 55 64 65 73
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
166L/min 88m 60-380Vmp (60-440V0C) 90-240VAC - — 208L/min 44m 60-380Vmp (60-440V0C) 90-240VAC - —
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300Wx6 in series 2. 6kW 1.57 4’ 300W6 in series 2. 0kW 27 4
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m*0. 16m*0. 20m 19KGS 16KGS 0. 95m 4 1. 02mk0. 16m0. 20m 18KGS 15. 5KGS 0. 9m 4”
Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
Fax:0086052389669618 Whatsapp: 008618702181182 Fax:0086052389669618 Whatsapp: 008618702181182 C E @
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4S P2—1 3 MOTOR 2 HP Centrifugal Pump 4S P3—1 1 MOTOR 2 HP Centrifugal Pump
100 120
90
100
80
70 20
& 60 =
5 2
= S
2 50 £ 60
) o
o i
E =
= 40 =
40
30
20 20
10 /
0 0
0 400 800 1200 1600 2000 0 =00 1000 1500 2000
INPUT POWER(WATTS) INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
200 400 600 800 | 1000 | 1200 | 1400 | 1600 1800 2000 200 400 600 800 | 1000 | 1200 | 1400 | 1600 1800 2000
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
40 7 20 32 42 50 57 64 69 74 80 30 10 27 44 56 65 73 79 85 90 97
50 15 25 34 42 50 58 63 68 76 40 2 20 33 45 55 64 70 7 82 92
60 8 21 29 35 42 50 56 62 71 50 12 26 36 46 55 63 69 74 85
70 5 15 24 30 37 43 49 55 66 60 7 18 30 38 46 53 60 67 79
80 11 19 24 32 38 43 48 59 70 13 22 30 39 46 52 59 72
90 8 15 21 27 32 39 44 50 80 8 17 25 32 38 44 51 60
100 4 11 16 23 28 34 38 42 90 3 12 19 27 32 38 42 47
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
90L/min 130m 60-380Vmp (60-440V0C) 90-240VAC // 106L/min 110m 60-380Vmp (60-440V0C) 90-240VAC //
PV Connection Max input power OQutlet size Motor size PV Connection Max input power Outlet size Motor size
300W7 in series 2. 2kW 1.25” 4”7 300W7 in series 2. 2kW 1. 257 47
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 12m%0. 16m*0. 20m 20. 5KGS 17KGS 1. 05m 4" L. 12m#0. 16m*+0. 20m 20. 3KGS 16. 5KGS Im 4"
Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
Fax:0086052389669618 Whatsapp: 008618702181182 Fax:0086052389669618 Whatsapp: 008618702181182 C E @
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4S P5—1 0 MOTOR 2 HP Centrifugal Pump 4SP8—5 MOTOR 2 HP Centrifugal Pump
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INPUT POWER(WATTS) INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
200 400 600 800 1000 | 1200 | 1600 | 1800 | 2000 2200 2400 200 400 600 800 | 1000 | 1200 | 1600 | 1800 2000 2200
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
30 7 31 48 66 83 94 111 119 127 131 137 10 54 101 138 164 181 197 222 233 244 251
40 16 35 48 64 76 96 105 112 118 125 20 16 49 82 115 136 156 188 200 213 222
50 8 22 34 45 60 80 90 99 105 112 30 25 46 71 92 110 147 160 174 188
60 13 25 36 45 65 75 82 90 99 40 7 27 44 60 74 102 118 137 145
70 4 16 26 36 53 59 67 76 85 45 18 34 48 61 83 100 112 120
80 9 18 28 43 50 57 62 70 50 10 27 39 51 70 70 75 74
90 10 18 34 40 46 51 57
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
166L/min 110m 60-380Vmp (60-440V0C) 90-240VAC - — 280L/min 55m 60-380Vmp (60-440V0C) 90-240VAC - —
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300Ws7 in series 2. 5kW 1.5” 4 300W7 in series 2. 5kW 2" 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 12m*0. 16m*0. 20m 20KGS 16. 5KGS 1m 4" 1. 02m*0. 16m*0. 20m 19KGS 16KGS 0. 9m 4"
Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
Fax:0086052389669618 Whatsapp: 008618702181182 Fax:0086052389669618 Whatsapp: 008618702181182 C E @
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4SP1 4_2 MOTOR 2 HP Centrifugal Pump GSP1 7_1 MOTOR 2 HP Centrifugal Pump
700
450
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0 400 800 1200 1600 2000 2400 0 200 400 600 800 1000 1200 1400 1600 1800 2000
INPUT POWER(WATTS) INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
200 400 600 800 | 1000 | 1200 [ 1400 [ 1600 1800 2000 200 400 600 800 | 1000 | 1200 | 1400 | 1600 1800 2000
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
5 112 188 231 269 303 329 351 370 392 414 5 89 209 319 384 450 499 535 589 629 628
10 111 165 209 245 276 304 325 349 364 10 58 157 237 395 364 420 462 510 536
15 85 136 177 211 237 262 286 297 15 90 174 211 299 339 368 431
20 18 71 114 153 184 191 199 201 20 66 103 125 140 150 173
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
420L/min 24m 60-380Vmp (60-440V0C) 90-240VAC // 680L/min 22m 60-380Vmp (60-440V0C) 90-240VAC //
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300Ws7 in series 2. 0kW 2" 4 300W7 in series 2kW 37 4’
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02mpk0. 16mek0. 20m 18KGS 15. 5KGS 0. 86m 4” 1. 02m*0. 15m*0. 24m 19KGS 17KGS 0. 9m 6”

Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
Fax:0086052389669618 Whatsapp: 008618702181182 Fax:0086052389669618 Whatsapp: 008618702181182 C E @
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GS P20_1 MOTOR 2 HP Centrifugal Pump 58 P20_1 MOTOR 2.5 HP Centrifugal Pump
700 - 800
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INPUT POWER(WATTS) 0 500 1000 1500 2000 2500
INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
400 [ 600 | 80 | 1000 | 1200 | 1400 | 1600 [ 1800 [ 2000 [ 2200 | 2400 200 | 400 | 600 | 800 | 1000 | 1200 | 1400 | 1600 | 1800 | 2000 | 2200 | 2400 | 2500
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD () FLOW RATE (LITERS/MINUTE)
5 203 284 370 420 467 499 529 578 598 632 648 2 371 425 466 521 559 592 624 653 674 698 720 741 748
10 132 214 279 338 383 428 463 501 531 556 5 200 272 272 411 472 520 564 583 612 643 662 632 692
15 107 171 212 262 329 370 403 398 10 81 157 247 316 368 426 455 486 518 548 563 568
20 83 102 80 106 109 113 15 118 187 230 278 331 354 397 498 430 444
20 81 83 83 102 116 126 128 131 154
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
710L/min 22m 60-380Vmp (60-440V0C) 90-240VAC - — 750L/min 2om 60-380Vmp (60-440V0C) 90-240VAC - —
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W«7 in series 2. 4kW 37 4" 300W+9 in series 2. BkW 2.5” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m%0. 15m%0. 24m 19. 5KGS 17KGS 0.9n 6" 1. 02m%0. 15m%0. 24m 19KGS 16. 5KGS 0. 9m 5
Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
Fax:0086052389669618 Whatsapp: 008618702181182 Fax:0086052389669618 Whatsapp: 008618702181182 C E @
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5SP25-1 MoTOR 2.5 HP Centrifugal Pump 4SP2-16 MOTOR25HP Centrifugal Pump
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INPUT POWER(WATTS)
20m

100
/ S~——— INPUT POWER (WATTS)
200 400 800 1000 | 1200 | 1600 | 1800 | 2000 | 2200 2400 | 2600
0 HEAD (m) FLOW RATE (LITERS/MINUTE)
0 500 1000 1500 2000 2500 3000 30 B P 17 =3 ™ 63 79 o 20 83 e
INPUT POWER(WATTS) 40 8 19 40 47 54 64 67 72 75 78 82
50 4 14 33 40 48 58 62 67 71 74 78
60 9 27 33 40 52 57 62 66 70 74
INPUT POWER (WATTS) 70 6 23 29 35 46 51 57 61 65 70
200 | 400 | 600 | 800 | 1000 [ 1200 | 1400 | 1600 | 1800 | 2000 | 2200 | 2400 | 2600 | 2800 | 3000 80 2 18 23 30 40 45 50 55 59 65
HEAD (m) FLOW RATE (LITERS/MINUTE) 90 15 20 25 36 40 45 49 53 61
1 277 | 422 | 501 | 559 | 603 | 637 | 682 | 719 | 751 | 772 | 796 | 817 | 837 | 840 | 866 100 11 17 22 31 35 39 44 47 56
5 191 | 319 | 388 | 447 | 496 | 552 | 603 | 639 | 663 | 696 | 724 | 748 | 777 | 783 110 8 13 18 28 32 36 40 43 50
10 99 | 163 | 268 | 320 | 399 | 437 | 485 | 526 | 565 | 588 | 614 | 642 | 671 120 5 10 15 24 28 33 36 38 41
15 57 | 119 | 159 | 240 | 284 | 323 | 380 | 421 | 452 | 443 | 494 130 2 12 21 25 28 32 35 34
20 87 0 | 75| 76 | 91 99 140 5 9 18 20 23 23 24 24
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
860L/min 25m 60-380Vmp (60-440VOC) 90-240VAC - — 90L/min 160m 60-380Vmp (60-440VOC) 90-240VAC ]
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300Ws9 in series 3kW 2.5” 4" 3009 in series 2. 8kW 1.25” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m0. 15m*0. 24m 20KGS 16. 5KGS 0.9m 5 1. 22m%0. 16m%0. 20m 21. 5KGS 17. 5KGS 1. 11m 4
Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
W Fax:0086052389669618 Whatsapp: 008618702181182 Fax:0086052389669618 Whatsapp: 008618702181182 CE @ W
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4S P3— 1 3 MOTOR 2.5 HP Centrifugal Pump 4S P5— 1 2 MOTOR 2.5HP Centrifugal Pump
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INPUT POWER(WATTS) INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
400 800 1000 1200 | 1600 | 1800 | 2000 | 2200 2400 2600 400 800 1000 1200 | 1600 [ 1800 | 2000 | 2200 2400 2600
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
40 19 43 52 61 73 79 84 87 90 94 40 14 48 60 74 92 99 105 112 117 122
50 9 35 44 53 67 72 78 83 85 89 50 7 34 47 58 78 85 93 100 106 111
60 2 28 36 45 59 66 74 76 79 83 60 26 35 45 64 70 79 87 93 99
70 21 29 37 52 57 64 69 72 7 70 17 26 35 51 56 63 73 79 85
80 15 20 28 43 48 55 62 65 71 80 9 19 26 42 48 54 60 66 71
90 7 15 22 34 41 47 53 56 63 90 11 19 34 38 46 52 57 62
100 3 8 18 30 36 41 46 50 56 100 5 12 26 31 38 44 49 53
110 6 13 25 30 34 39 44 46 110 7 20 25 30 36 39 44
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
116L/min 130m 60-380Vmp (60-440V0C) 90-240VAC // 166L/min 134m 60-380Vmp (60-440V0C) 90-240VAC //
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
3009 in series 2. 6kW 1.25” 4 3009 in series 2. 5kW 1.57 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 12m0. 16m*0. 20m 21. 5KGS 17KGS 1. 05m 4" 1. 12mk0. 16m0. 20m 20KGS 17KGS 1.03m 4

Cell:008618702181182 Telephone: 0086052389669618
Fax:0086052389669618 Whatsapp: 008618702181182
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4SP 1 4'3 MOTOR 2.5 HP Centrifugal Pump

4SP8—7 MOTOR 2.5 HP Centrifugal Pump
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INPUT POWER(WATTS) INPUT POWER(WATTS)

INPUT POWER (WATTS) INPUT POWER (WATTS)
200 400 800 1000 | 1200 | 1600 | 1800 [ 2000 [ 2200 2400 | 2600 200 400 800 1000 [1200 [ 1600 | 1800 | 2000 | 2200 | 2400 | 2600
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
10 51 102 152 175 184 211 221 229 236 244 252 5 108 176 261 284 308 344 360 272 386 400 413
20 14 48 112 135 149 183 189 203 212 219 229 10 30 113 204 237 271 309 327 340 362 371 383
30 21 68 93 115 143 157 171 183 194 204 15 40 142 185 211 262 280 304 318 333 349
40 4 41 59 4 104 124 137 152 161 172 20 93 136 164 213 236 254 279 293 311
50 26 40 51 76 87 104 110 122 137 25 42 75 118 172 194 210 231 246 261
60 24 37 58 66 72 84 91 99 30 34 69 122 147 172 193 199 206
70 18 40 49 58 66 73 76 35 19 62 4 4 75 7 78
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
270L/min TTm 60-380Vmp (60-440V0C) 90-240VAC _/ 435L/min 36m 60-380Vmp (60-440V0C) 90-240VAC //
pv Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W+9 in series 2. 8kW 2" 4 300W+9 in series 2. 8kW 2" 4’
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m*0. 16m*0. 20m 19KGS 16KGS 0. 96m 4" 1. 02m0. 16m*0. 20m 18KGS 16KGS 0. 9m 4"
Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
W Fax:0086052389669618 Whatsapp: 008618702181182 Fax:0086052389669618 Whatsapp: 008618702181182 C E @ W
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4SP 2 -1 8 MOTOR 3 HP Centrifugal Pump 4SP 3 '1 8 MOTOR 3 HP Centrifugal Pump
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INPUT POWER(WATTS) INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
400 600 800 1000 | 1600 | 2000 [ 2200 | 2400 2600 2800 400 600 800 1000 | 1600 | 2000 | 2200 | 2400 2600 2800
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
60 7 16 27 36 54 63 67 68 73 75 50 10 24 37 48 64 74 77 81 84 85
70 9 24 30 49 59 62 64 69 70 60 15 28 39 57 69 73 76 78 81
80 6 19 25 43 54 57 61 64 67 70 12 22 33 50 64 67 70 73 76
90 3 15 21 37 49 51 54 60 62 80 6 17 27 44 58 61 65 68 70
100 10 18 21 43 45 48 53 56 90 4 13 23 39 49 55 58 62 64
110 5 11 26 39 41 44 47 51 100 8 18 34 42 48 51 56 58
120 1 7 22 34 35 39 43 46 110 5 13 28 37 43 45 48 51
130 5 19 29 33 37 39 42 120 2 8 25 32 38 39 43 46
140 2 17 26 29 32 34 36 130 5 22 29 34 36 39 42
150 14 24 25 29 31 31 140 3 19 26 31 33 35 38
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
90L/min 176m 60-380Vmp (60-440V0C) 90-240VAC // 100L/min 185m 60-380Vmp (60-440V0C) 90-240VAC //
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W10 in series 3kW 1.25” 4 300W10 in series 3kW 1.25” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 22mk0. 16m0. 20m 22KGS 18KGS 1. 15m 4" 1. 22m%0. 16m+0. 20m 22. 5KGS 18KGS 1. 15m 4

Cell:008618702181182 Telephone: 0086052389669618
Fax:0086052389669618 Whatsapp: 008618702181182
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4SP 5 '1 5 MOTOR 3 HP Centrifugal Pump 4SP8 —8 MOTOR 3 HP Centrifugal Pump
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INPUT POWER(WATTS)
INPUT POWER(WATTS)
INPUT POWER (WATTS)
200 400 600 | 800 | 1000 | 1600 | 2000 | 2200 | 2400 | 2600 | 2800
HEAD (m) FLOW RATE (LITERS/MINUTE) INPUT POWER (WATTS)
30 5 a1 o o7 78 103 114 119 23 o7 33 200 400 800 | 1000 | 1600 | 2000 | 2200 | 2400 | 2600 [ 2800 [ 3000
50 12 % 39 50 78 92 97 102 107 111 HEAD (i) FLOW RATE (LITERS/MINUTE)
70 D 2 31 53 o7 73 ” o5 o1 10 57 99 147 162 198 | 210 219 [ o: 230 235 241
80 6 5 o1 5 e ol o7 73 79 20 17 51 110 130 177 | 189 198 | 204 213 | 217 224
90 10 18 38 49 53 58 62 67 30 41 62 87 146 162 173 185 192 197 205
100 4 13 31 49 16 51 55 58 40 17 40 56 113 129 140 149 161 170 179
110 7 25 35 39 44 48 51 50 25 38 78 97 110 122 134 143 150
120 3 21 30 34 39 11 44 60 9 25 60 7 87 95 103 109 117
130 16 2% 29 39 36 38 70 14 45 62 71 77 82 87 92
140 12 21 24 27 30 39 80 34 47 54 60 65 69 73
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
166L/min 165m 60-380Vmp (60-440V0C) 90-240VAC - — 250L/min 88m 60-380Vmp (60-440V0C) 90-240VAC - —
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W%10 in series 3kW 1.5” 4" 300W%10 in series 3kW 2" 47
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 22mk0. 16m*0. 20m 21. 6KGS 17. 5KGS 1. 1m 47 1. 12m%0. 16m*0. 20m 20KGS 16. 5KGS Im 4"
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4SP1 4—4 MOTOR 3 HP Centrifugal Pump 58P1 0_3 MOTOR 3 HP Centrifugal Pump
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INPUT POWER(WATTS
INPUT POWER(WATTS) ( )
INPUT POWER (WATTS)
200 | 400 | 600 | 800 | 1000 | 1200 | 1400 | 1600 | 1800 | 2000 [ 2200 | 2400 | 2600 | 2800 | 3000
HEAD (m) FLOW RATE (LITERS/MINUTE)
INPUT POWER (WATTS) 5 | 96 [ 183 [ 241 [ 280 [ 307 | 338 [ 355 | 373 [ 391 | 406 [ 418 | 430 | 439 | 448 [ 468
500 200 | 600 s00 | 1000 | 1600 | 2000 | 2200 | 2400 | 2600 | 2800 10 106 | 173 [ 220 [ 249 | 204 | 315 | 341 | 359 | 377 | 384 | 403 | 413 | 424 | 443
TEAD () FLOW RATE (LITERS/MINUTE) 15 116 | 150 | 195 | 226 | 256 | 281 | 299 | 331 | 339 | 361 | 372 | 388 | 410
0 23 1 61 206 937 294 28 1 337 | 30 w0 1 359 20 61 | 108 | 147 | 179 | 193 [ 219 | 252 [ 288 | 203 | 310 | 334 | 342 | 374
20 57 99 4 516 = 268 2883 200 208 25 66 | 99 | 126 | 149 | 179 | 199 | 215 | 225 | 250 | 274 | 277 | 324
20 m 156 181 o7 512 996 | 240 30 72 | 101 | 118 | 135 | 156 | 176 | 189 | 212 | 230 | 242 | 273
20 s 0 22 54 151 162 35 a1 | 63 | 87 | 106 | 128 [ 144 | 161 | 173 | 190 | 196 | 220
50 = % %8 08 | 123 10 39 [ 53 | 81 [ 101 | 121 [ 134 | 148 [ 164 | 169 [ 190
45 26 52 71 91 103 118 134 138 153
50 49 61 80 95 107 113 128
55 40 48 67 80 82 96
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
400L/min 5lm 60-380Vmp (60-440V0C) 90-240VAC - 490L/min 60m 60-380Vmp (60-440V0C) 90-240VAC - —
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W%10 in series 3kW 2" 4 300W*10 in series 3kW 2.5” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m*0. 16m*0. 20m 20KGS 16. 5KGS 0. 96m 47 1. 120pk0. 15mpk0. 24m 21. 5KGS 18KGS Im 5”

Cell:008618702181182 Telephone: 0086052389669618
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5SP1 5_2 MOTOR 3 HP Centrifugal Pump

5SP20_2 MOTOR 3 HP Centrifugal Pump

600

700
5m
5m
500 //4" 600 -
/ / 10m
15m /'//
400 // / v 20m / / /
Lt W]
Ly =
= / / /25m 2 400 f < 20m
= / S /
F 300 — = %
: / / / - 00 / ‘ f o
/ 35m /
/ 200 7 7 =
/ / / / / / / 35m
100 / . / / / / /
/| A
0 0
0 500 1000 1500 2000 2500 3000 0 500 1000 1500 2000 2500 3000
INPUT POWER(WATTS) INPUT POWER(WATTS)
NPUT POWER (ATTS) INPUT POWER (WATTS)
200 | 400 | 600 | 500 | 1000 | 1200 ] 1400 | 1600 | 1800 | 2000 | 2200 | 2400 | 2600 | 2800 | 3000 200 | 400 | 600 | 800 | 1000 | 1200 | 1400 | 1600 | 1800 | 2000 [ 2200 | 2400 | 2600 | 2800 | 3000
) FLOW RATE (LITERS/HINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
5 | 82 | 207 | 253 | 308 | 350 | 382 | 402 | 421 | 445 | 462 | 475 | 495 | 516 | 521 | 541 b | 98 | 223 | 302 | 361 | 396 | 425 | 457 | 474 | 494 | 517 | 545 | 555 | 572 | 590 | 613
10 | 20 | 117 | 166 | 222 | 273 | 316 | 342 | 366 | 391 | 415 | 431 | 444 | 460 | 487 | 501 10 [ 24 | 90 | 171 | 247 | 304 | 345 | 372 | 412 | 431 | 454 ] 480 | 499 | 522 | 539 | 563
I 5 T 55 11 T s |2 | oms | 256 | 207 | 336 | 368 | 332 | 201 | a2 | 0 15 17 | 74 [ 121 [ 190 | 218 | 276 | 309 | 322 | 361 | 382 | 400 | 434 | 455 | 487
20 8 | 126 | 169 | 182 | 221 | 252 | 279 | 302 | 315 | 335 | 356 | 383 20 72 | 105 | 152 | 177 | 220 | 228 | 253 | 288 | 317 | 347 | 369 | 397
2% 70 | 111 | 134 | 162 | 190 | 208 | 229 | 246 | 276 | 201 | 315 25 % | 96 | 122 | 154 | 166 | 187 | 214 | 231 | 258 | 279 | 299
30 72 | 95 | 125 | 138 | 170 | 185 | 206 | 223 | 241 | 256 30 39 | 74 | 95 | 110 | 136] 160 | 174 | 198 | 219 | 234
= 7 1T 5 13 T 10 60 | 153 | 182 | 199 35 o1 | 47 | 62 | 87| 107 ] 120 | 140 | 150 | 167
40 78 | 88 | 96 | 106
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
580L/min 40m 60-380Vmp (60-440V0C) 90-240VAC - — 660L/min 40m 60-380Vmp (60-440V0C) 90-240VAC - — ]
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W10 in series 3kW 2.5 4" 300Wk10 in series 3kW 2.5” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m0. 15m0. 24m 20KGS 17. 5KGS 0. 95m 57 1. 12m#0. 15m0. 24m 20KGS 17. 5KGS 0. 96m 5"
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5S P25_2 MOTOR 3 HP Centrifugal Pump 68P1 7_2 MOTOR 3 HP Centrifugal Pump
800 700
}m 5m
700
— 600 .//
/ 1om //1 Om
// / 500 ~ / 15m
/ A 15m /_-
w500 — A /——/
'_
= / /_/ // = ) P _—20m
= / ) % odm = /
S 400 S
2 e S 25m
& E / / / /
S = 300 4 —
300 / 7 7 25m = / /_ .,
/ m
- / P / / - P / e i
e 30m / / /_/ /——- m
/ /1 A~ N / e
100 7/ / / / / / m 100 7 / r
0 0
0 500 1000 1500 2000 2500 3000 0 500 1000 1500 2000 2500 3000
INPUT POWER(WATTS) INPUT POWER(WATTS)
INPUT POWER (WATTS) INPUT POWER (WATTS)
200 | 400 | 600 | 800 [ 1000 | 1200 [ 1400 | 1600 | 1800 [ 2000 | 2200 [ 2400 | 2600 | 2800 [ 3000 200 | 400 | 600 | 800 [ 1000 | 1200 | 1400 [ 1600 [ 1800 [ 2000 [ 2200 [ 2400 [ 2600 [ 2800 | 3000
HEAD (m) FLOW RATE (LITERS/MINUTE) HEAD (m) FLOW RATE (LITERS/MINUTE)
5 83 245 338 390 435 482 507 561 570 607 635 658 681 691 724 5 84 239 296 353 394 441 467 488 520 541 545 584 595 616 628
10 70 155 211 288 340 377 432 443 480 500 510 543 563 621 10 83 176 249 311 353 378 421 448 474 497 515 530 553 568
15 59 135 145 253 272 346 367 393 405 443 452 508 15 151 201 245 283 353 383 410 430 431 455 476 482
20 114 156 191 216 237 255 312 339 392 20 111 169 193 231 2177 315 353 364 372 401 418
25 67 105 135 138 160 205 221 287 25 51 91 125 148 178 236 258 288 291 313 340
30 49 50 92 113 133 175 30 93 113 159 171 211 226 244 264
35 36 54 84 35 107 122 124 146 174 180
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
7601 /min 38m 60-380Vimp (60-440V0C) 90-240VAC - — 6501 /min 40m 60-380Vimp (60-440V0C) 90-240VAC - —
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300Wx10 in series 3kW 2.5” 4 300W«10 in series 3kW 37 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02m*0. 15m*0. 24m 20. bKGS 17. 5KGS 0. 96m 5” 1. 120pk0. 15mpk0. 24m 20. 5KGS 18KGS 0. 95m 6”
Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
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5HP Product advantage

= Stainless steel: AISI 304 (316 optional)

GS PZO_Z MOTOR 3 HP Centrifugal Pump

= BLDC High Efficiency Motor

700
* MPPT Efficiency Max.98%
5m
= Double shielded water filled motor
600
10m = Softstartrunning make system life longer
= Wide voltage:90-380Vmp/440VOC
500
15m = Dry protection
= Reverse protection
400 20m

Over-head protection

Over-load

LITERS/MINUTE

25m

* Qver-current

300 /

200 /

30m = Over-voltage protection

= Errorreporting

NN

AN
AN

LUV

35m ) )
= Losting-Phase protection
100 / 7/ . .
!/ 7/ / A - 40m Overtemperature protection
= GPRS (Optinal)
0 . .
o 500 1000 1500 2000 2500 3000 Voltage / Current/ Power/RPM/Controller temperature Display
INPUT POWER(WATTS)
INPUT POWER (WATTS)
200 | 400 | 600 | 800 | 1000 | 1200 | 1400 | 1600 | 1800 | 2000 | 2200 | 2400 | 2600 | 2800 | 3000
HEAD (m) FLOW RATE (LITERS/MINUTE)

5 79 214 252 339 388 435 459 486 507 530 554 562 603 617 649
10 80 161 227 283 331 362 400 426 449 482 498 522 546 571
15 94 165 214 250 293 320 357 381 395 432 457 484
20 69 118 161 191 235 264 295 323 342 366 405
25 76 110 150 177 202 227 257 281 310
30 78 107 140 164 190 205 233
35 59 72 92 115 123 150
40 47 67 71 80

Flow max Head max DC voltages range AC voltages range Motor frequency

670L/min 43m 60-380Vmp (60-440V0C) 90-240VAC o —

PV Connection Max input power Outlet size Motor size
300W10 in series 3kW 3” 4"
Volume Gross weight Net weight Pump Length Pump diameter
1. 02m%0. 15m*0. 24m 21KGS 18KGS 0. 96m 6”
Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
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4SP3_33 MOTOR 5 HP Centrifugal Pump
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0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400

INPUT POWER(WATTS)

0

INPUT POWER (WATTS)
600 | 900 | 1200 | 1500 | 1800 [ 2100 | 2400 | 2700 | 3000 [ 3300 | 3600 | 3900 | 4200 | 4500 | 4800 | 5100
HEAD (m) FLOW RATE (LITERS/MINUTE)

2 52 61 69 74 80 87 91 95 99 103 | 105 | 109 | 112 114 | 116 | 118
20 41 53 62 71 76 82 87 91 95 98 103 | 106 | 108 111 | 114 | 115
40 23 42 54 65 71 76 82 87 92 95 98 101 | 104 | 107 | 109 | 111
60 7 25 43 53 62 68 75 80 84 90 91 97 99 102 | 106 | 109
80 17 29 42 51 60 68 73 78 82 85 90 95 99 101 | 102
100 18 32 40 51 59 65 71 75 80 84 87 90 94 97
120 12 23 28 42 46 57 63 67 72 7 81 84 87 91
140 16 20 32 39 44 52 60 65 70 75 79 82 85
160 10 15 24 33 39 42 50 56 63 68 71 75 80
180 6 11 19 26 32 36 44 49 53 59 64 69 73
200 8 11 21 25 28 36 42 47 52 55 61 66
220 3 8 15 20 25 32 36 41 45 48 53 58
240 5 11 16 22 27 31 35 39 41 46 51
260 3 13 19 22 25 29 34 36 44 46
280 5 8 13 16 21 24 31 33 37 38
300 4 10 15 19 21 25 24 29 28
320 7 8 13 15 15 14 13 13

Flow max Head max DC voltages range AC voltages range Motor frequency

115L/min 340m 90-380Vmp (90-440v0C) | —— | — |

PV Connection Max input power Outlet size Motor size
300Wsk2x8 2 Way parallel 5. 1kW 1.25” 4"
Volume Gross weight Net weight Pump Length Pump diameter
o ). 160, 2 33. 5KGS 24. TKGS 1.2m 4

Cell:008618702181182 Telephone: 0086052389669618 Cell:008618702181182 Telephone: 0086052389669618
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4S P5_20 MOTOR 5 HP Centrifugal Pump 4S P5_24 MOTOR 5 HP Centrifugal Pump

180 180

20
L~ 401 20m
160 1~ 160 - 40m
T | 60j =
/
140 //;///? 80 140 /'/;,/;/4/ 60m
//——‘/ / 1 100m /// 1 // 80m
120 /'// -~ /;’/;”/ 120m g 120 = '// ~ // l// T —10
o —1
= 100 1/ // // // /// 140m g 100 ////j//’//‘//'// izm
s / N A T 1eom = /// // pd " 160m
i f 4 4 é A ~ - e 180m
z / // pd // re // 7 isom . /| / // A A N - o0
7 pa P —
40 / / ////////;/ 200m 40 / /r/—\-y — /”‘/ 24am
/ / / / / - 20 N A — — 240m
20 Py A AT / S — e
0 0 0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400

0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400 INPUT POWER(WATTS)

INPUT POWER(WATTS) INPUT POWER (WATTS)
INPUT POWER (WATTS) 600 | 900 | 1200 [ 1500 | 1800 [ 2100 | 2400 | 2700 | 3000 | 3300 | 3600 | 3900 | 4200 | 4500 [ 4800 | 5100
600 | 900 | 1200 | 1500 | 1800 | 2100 | 2400 | 2700 | 3000 | 3300 | 3600 | 3900 | 4200 | 4500 | 4800 | 5100 HEAD () FLOW RATE (LITERS/MINUTE)

HEAD (m) FLOW RATE (LITERS/MINUTE) 2 | 74 [ 90 [ 100 | 112 | 119 | 127 | 132 | 139 | 143 | 149 | 153 | 157 | 162 | 166 | 169 | 171
2 | 80 | 94 [ 104 [ 114 | 122 | 130 | 136 | 142 | 147 | 150 | 156 | 161 | 166 | 171 | 174 | 179 20 | 53 [ 73 [ 87 [ 98 | 106 | 115 | 121 | 128 | 134 | 139 | 143 | 148 | 152 | 156 | 161 | 165
20 [ 62 [ 78 [ 92 [ 102 | 112 | 119 | 126 | 132 | 139 | 142 | 146 | 152 | 158 | 162 | 165 | 171 40 | 13 [ 50 | 68 | 81 | 91 [ 101 [ 107 | 115 | 122 | 129 [ 133 | 138 [ 142 | 149 [ 153 | 156
40 | 26 | 54 | 71 | 8 | 96 | 106 | 114 | 122 [ 128 | 130 | 136 | 142 | 148 | 152 | 155 | 163 60 23 | 40 | 60 | 74 | 86 | 95 | 101 | 110 | 115 | 121 | 127 | 133 | 138 | 141 | 146
60 25 | 38 | 59 [ 75 | 89 | 97 | 106 | 114 | 119 | 124 [ 131 | 139 | 144 | 147 | 152 80 8 | 21 | 40 | 48 | 65 | 77 | 88 | 95 | 102 | 109 | 114 | 121 | 125 | 131 | 135
80 10 | 22 [ 35 | 51 [ 65 | 75 | 89 | 98 | 105 | 111 | 118 | 123 | 130 | 136 | 142 100 11| 26 | 39 | 45 | 59 | 68 | 80 | 87 | 95 | 101 | 108 | 113 | 119 | 123
100 10 | 22 | 34 | 45 | 54 | 69 | 77 | 87 | 94 | 100 | 111 | 118 | 122 | 130 120 13 | 25 | 34 | 34| 52| 56 | 66 | 79 | 86 | 94 | 99 | 106 | 109
120 16 | 21 | 31 | 39 | 47 | 55 | 64 | 72 | 84 | 95 | 102 | 107 | 116 140 6 | 14 | 23 | 29 | 43 | 47 | 58 | 58 | 67 | 76 | 84 | 93 | 97
140 13 ] 19 | 26 | 37 | 44 | 49 | 57 | 68 | 77 | 84 | 92 | 100 160 7 | 16 | 23 | 30 | 36 | 42 | 50 | 55 | 60 | 66 | 75 | 8l
160 10 | 19 | 16 | 32 | 39 | 46 | 53 | 61 | 68 | 76 | 84 180 8 | 17 | 23| 27 | 35 | 40 | 48 | 51 | 57 | 63 | 71
180 14 | 18 | 24 | 29 | 38 | 45 | 51 | 55 | 58 | 65 200 10 | 16 | 22 | 28 | 32 | 37 | 42 | 48 | 53 | 58
200 12 | 18 | 22 [ 27 | 20 [ 33 | 36 | 37 | 38 220 7 | 15 | 20 | 24 | 29 | 35 | 37 | 42 | 39

240 1| 15 [ 17 [ 19 [ 18 | 18 | 17 | 21
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
179L/min 210m 90-380Vmp (90-440v0C) | — | —— | 170L/min 250m 90-380Vmp (90-440v0C) | — | —— |
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300248 2 Way parallel 5. 1kW 1.7 4 300W#2#8 2 Way parallel 5. 1kW 1.5 g
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
9GS 216KGS oo r 30,5168 22, 4G5 I r
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4S P8_1 5 MOTOR 5 HP Centrifugal Pump 4SP1 4_8 MOTOR 5 HP Centrifugal Pump

300
450
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250 ,/ 20m
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1 /T o LA s | ] ) _
/ % \ w ‘ 160m 100 /
Z il ‘ ] / / /
; ‘ 90m
: = 1 } ,
0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400 /
INPUT POWER(WATTS)
INPUT P(l)WER (\iJATTS)| | | | | | 0 0 300 600 900 120015001800210024002700300033003600390042004500480051005400
— 600 | 900 | 1200 | 1500 | 1800 | 2100 L ng%O}lA?SO(L?OTOgRs iidOIONU?%Gh?)O 3900 | 4200 | 4500 | 4800 | 5100 INPUT POWER(WATTS)
m,
2 | 119 | 143 | 161 | 177 | 188 | 200 | 210 | 220 | 229 | 236 | 243 | 249 | 258 | 261 | 267 | 271
10 | 97 | 127 | 146 | 162 | 177 | 187 | 197 | 209 | 219 | 227 | 231 | 243 | 247 | 255 | 259 | 265
20 | 43 | 101 | 125 | 146 | 160 | 174 | 185 | 194 | 206 | 215 | 223 | 230 | 237 | 243 | 250 | 252 INPUT POWER (WATTS)
30 1 27 1 60 | 93 1 122 1 141 | 156 | 168 1 182 1 193 | 200 | 210 | 219 | 226 | 231 | 238 | 245 600 | 900 | 1200 | 1500 | 1800 | 2100 | 2400 [ 2700 | 3000 | 3300 | 3600 | 3900 | 4200 | 4500 | 4800 | 5100
40 47 | 59 | 97 | 117 | 136 | 151 | 166 | 177 | 187 | 195 | 205 | 213 | 219 | 225 | 231 HEAD (m) FLOW RATE (LITERS/MINUTE)
50 % | 45 | 57 1 o1 | 114 | 129 | 144 | 158 | 170 1 183 | 193 | 200 | 206 | 212 | 220 2 | 186 | 224 | 252 | 273 | 203 | 312 | 325 | 338 | 352 | 364 | 375 | 388 | 404 | 410 | 417 | 427
60 29 38 61 79 104 195 138 151 160 178 186 194 202 208 10 118 173 205 235 259 275 297 311 232 339 351 367 376 388 392 402
70 16 36 46 62 83 98 116 130 143 155 167 179 185 192 20 84 137 179 212 233 258 277 289 308 316 333 348 354 366 374
80 4 20 41 49 66 76 93 104 123 139 149 159 167 176 30 55 114 154 178 205 228 251 267 285 297 312 325 342 344
90 14 28 39 48 62 7 90 106 120 135 141 149 159 40 50 88 105 165 168 207 220 | 239 256 275 286 305 309
100 9 121 I 32 371 291 60| 7118 1 97 [105 | 1241 34 | 144 50 54 | 105 | 125 | 158 | 162 | 199 | 203 | 230 | 252 | 260 | 269
120 17 | 26 | 37| 47 | 51| 58 | 71 | 80 | 88 | 91 | 110 70 37 | 61 | 91 | 99 | 124 | 137 | 171 | 176 | 199
130 8 18 | 24 | 39 | 46 | 49 | 61 | 66 | 73 | 83 | 90 80 43 | 57 | 67 | 105 | 131 | 141 | 152
140 13 ] 20| 3 | 36| 42 | 53 | 59 | 66 | 75 | 80 90 29 | 43 | 59 | 77T | 73
150 8 15 | 21| 31 | 37 | 47 | 53 | 58 | 60 | 65
160 18 | 20 | 18 | 24 | 34 | 38 | 36 | 37
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
2701 /min 164m 90-380Vmp (90-440v0C) | — |  —— | 4251 /min 96m 90-380Vmp (90-440voC) | — |  ——
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W+2x%8 2 Way parallel 5. 1kW 2 4" 300W=2:8 2 Way parallel 5. 1kW 2 4
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
1. 02mx0. 16m*0. 20; ” 1. 02m*0. 16m*0. 20! ”
T A 28. 5KGS 21KGS 0.92m 4 0 o g 29KGS 22KGS 0. 85m 4
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58P1 0_4 MOTOR 5 HP Centrifugal Pump

SSP20_4 MOTOR 5 HP Centrifugal Pump
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0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400 / // //
INPUT POWER(WATTS) %0 o P 30m
INPUT POWER (WATTS) 0 —
600 | 900 | 1200 | 1500 | 1800 | 2100 | 2400 | 2700 | 3000 | 3300| 3600 | 3900 | 4200 | 4500 | 4800 | 5100 0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400
HEAD (n) FLOW RATE (LITERS/MINUTE) INPUT POWER(WATTS)
2 272 | 296 | 325 | 353 | 380 | 405 | 426 | 445 | 467 | 477 | 492 | 508 | 521 536 | 546 | 552
5 226 | 266 | 305 | 331 | 360 | 380 | 405 | 424 | 444 | 457 | 472 | 489 | 508 518 | 532 | 543
10 163 | 226 | 264 | 297 | 334 | 357 | 378 | 399 | 422 | 434 | 443 | 469 | 483 497 | 507 | 524 INPUT POWER (WATTS)
15 | 80 | 161 | 215 | 252 | 288 | 329 | 351 | 375 | 400 | 410 | 426 | 442 | 457 | 472 | 487 | 494 600 | 900 | 1200 [ 1500 | 1800 | 2100 | 2400 | 2700 | 3000 | 3300 | 3600 | 3900 [ 4200 | 4500 [ 4800 | 5100
20 27 99 142 | 207 | 247 | 275 | 314 | 340 | 361 | 385 | 395 | 417 | 433 447 | 462 | 474 HEAD (m) FLOW RATE (LITERS/MINUTE)
25 50 104 | 155 | 193 | 229 | 274 | 340 | 317 | 350 | 361 | 385 | 408 421 | 443 | 461 2 319 | 369 | 402 | 433 | 469 | 494 | 521 543 | 563 | 586 | 605 | 630 | 640 656 | 670 | 685
30 22 72 107 | 148 182 | 219 | 296 | 283 | 307 | 336 | 355 | 370 397 | 411 | 430 10 149 | 222 | 291 | 331 | 377 | 409 | 438 | 466 | 489 | 518 | 536 | 558 | 578 595 | 615 | 631
35 34 76 113 144 | 164 | 259 | 243 | 270 | 292 | 312 | 344 366 | 383 | 396 20 63 112 | 185 | 235 | 286 | 319 | 364 | 392 | 426 | 451 | 474 | 496 514 | 546 | 566
40 46 81 111 142 | 216 | 198 | 232 | 247 | 267 | 306 324 | 349 | 360 30 70 114 150 | 199 | 242 | 272 | 306 | 344 | 377 | 406 429 | 461 | 498
45 15 57 91 118 | 174 | 166 | 189 | 214 | 232 | 259 287 | 308 | 333 40 35 68 99 132 | 160 | 194 | 224 | 264 | 299 327 | 361 | 406
50 22 59 90 145 128 154 | 188 | 215 | 226 254 | 272 287 50 43 70 92 115 | 140 175 | 194 212 | 227 272
55 18 52 113 | 106 | 134 | 161 | 180 [ 201 223 | 238 | 261 60 38 70 95 109 | 127 142 | 157 | 205
60 29 85 90 105 | 135 | 159 | 177 198 | 210 | 229 70 32 53 7 97 110 150
65 57 55 81 107 132 | 155 174 | 184 207 80 8 13 10 17
70 27 36 63 88 114 | 1356 148 | 158 165
75 48 69 87 90 91 95 103
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
550L/min 75m 90-380Vmp (90-440v0C) | —— | — | 685L/min 80m 90-380Vmp (90-440V0C) | __——— | ___— |
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W:x2:8 2 Way parallel 5. 1kW 2.5” 4" 300W:2:%8 2 Way parallel 5. 1kW 2.5” 4
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
0. S, 1o 21 29. 5KGS 22. 4KGS 0.71m 4 0. L. 2 29KGS 22KGS 0.83m 5"
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53 P25_3 MOTOR 5 HP Centrifugal Pump 58 P30_2 MOTOR 5 HP Centrifugal Pump
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. INPUT POWER(WATTS)
0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400
INPUT POWER(WATTS)
INPUT POWER (WATTS)
600 | 900 | 1200 | 1500 | 1800 | 2100 | 2400 | 2700 [ 3000 | 3300 | 3600 | 3900 | 4200 | 4500 | 4800 | 5100
HEAD (n), FLOW RATE (LITERS/MINUTE) INPUT POWER (WATTS)
5 | 268 | 348 | 420 | 471 | 509 | 561 | 600 | 631 | 660 | 689 | 715 | 739 | 793 | 822 | 830 | 860 600 | 900 | 1200 [ 1500 | 1800 [ 2100 | 2400 | 2700 | 3000 | 3300 | 3600 | 3900 | 4200 | 4500 [ 4800 | 5100
10 | 75 | 206 | 301 | 374 | 425 | 473 | 519 | 551 | 590 | 620 | 464 | 668 | 736 | 763 | 773 | 802 HEAD (n) FLOW RATE (LITERS/MINUTE)
15 52 | 168 | 219 [ 300 | 368 | 418 | 463 | 490 | 531 | 563 | 596 | 666 | 703 | 718 | 730 2 | 410 [ 493 | 552 | 608 | 653 | 695 | 720 | 761 | 785 | 804 | 829 | 859 | 871 | 897 | 925 | 939
20 144 | 180 | 267 | 305 | 378 | 411 | 441 | 490 | 517 | 596 | 635 | €58 | 665 5 | 302 | 388 | 472 | 524 | 571 | 631 | 665 | 702 | 726 | 766 | 792 | 814 | 833 | 853 | 885 | 902
25 93 | 139 | 212 | 262 | 201 | 339 | 381 | 430 | 503 | 543 | 578 | 593 10 | 35 | 203 | 314 | 395 | 456 | 524 | 572 | 607 | 655 | 687 | 718 | 749 | 777 | 793 | 818 | 842
30 53 | 111 [ 160 | 214 | 268 | 315 | 364 | 434 | 479 | 514 | 54 15 143 | 192 | 258 | 364 | 429 | 485 | 542 | 595 | 625 | 670 | 692 | 721 | 745 | 769
35 88 | 101 | 174 | 203 | 272 | 362 | 402 | 444 | 463 20 153 | 207 | 274 | 322 | 415 | 472 | 505 | 553 | 568 | 610 | 645 | 670
40 43 | 90 [ 137 [ 177 [ 264 | 311 [ 332 | 272 25 127 | 225 | 262 | 304 | 342 | 367 | 428 | 474 | 479 | 539 | 577
45 58 | 88 | 177 | 207 | 249 | 292 30 88 | 143 | 159 | 207 | 208 | 302 | 331 | 405 | 423 | 483
50 109 | 150 | 200 | 219 35 54 | 98 | 141 | 188 | 243 | 263 | 288 | 306 | 328
55 33 | 89 | 125 | 154
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
875L/min 60m 90-380Vmp (90-440v0C) | — |  —— | 940L /min 40m 90-380Vmp (90-440v0C) | — | —— |
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W+2x8 2 Way parallel 5. 1kW 2.5” 4" 300W+2+%8 2 Way parallel 5. 1kW 2.5” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
0. 9m*0. 15m*0. 24m 20. 5KGS 18KGS 0. 75m 5" 0 e Lo 2 25K6S 21KGS 0.71m 5
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58 P30_3 MOTOR 5 HP Centrifugal Pump 68 P46_1 MOTOR 5 HP Centrifugal Pump
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0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400 / /
INPUT POWER(WATTS)
0
0 300 600 900 1200 1500 1800 2100 2400 2700 3000 3300 3600 3900 4200 4500 4800 5100 5400
INPUT POWER (WATTS) INPUT POWER(WATTS)
600 | 900 | 1200 [ 1500 | 1800 [ 2100 | 2400 | 2700 | 3000 | 3300 | 3600 | 3900 | 4200 | 4500 | 4800 | 5100
HEAD (m) FLOW RATE (LITERS/MINUTE)
5 | 309 | 391 | 445 | 485 | 542 | 579 | 618 | 644 | 674 | 703 | 728 | 757 | 779 | 810 | 824 | 840
10 | 100 | 233 | 330 | 398 | 441 | 490 | 535 | 567 | 599 | 632 | 662 | 689 | 708 | 746 | 769 | 779 INPUT POWER (WATTS)
5 6 1 171 | 262 1 325 1 393 | 423 | 483 | 520 | 537 | 537 | 614 | 643 | 682 | 704 | 715 600 | 900 | 1200 | 1500 | 1800 | 2100 | 2400 [ 2700 | 3000 | 3300 [ 3600 | 3900 | 4200 | 4500 | 4800 | 5100
20 64 | 134 | 204 | 270 | 322 | 366 | 415 | 450 | 488 | 534 | 566 | 597 | 632 | 654 HEAD (m) FLOW RATE (LITERS/MINUTE)
% 97 | 160 | 232 | 280 | 332 | 352 | 405 | 435 | 467 | 514 | 546 | 583 2 | 665 | 743 | 827 | 864 | 955 | 978 | 1089 | 1131 | 1192 | 1215 | 1277 | 1324 | 1328 | 13332 1335 | 1335
20 70 1 116 | 158 | 217 1 273 | 318 | 356 | 200 | 437 | 468 | 496 5 | 250 | 433 | 607 | 739 | 831 | 889 | 973 | 1035 | 1093 | 1142 | 1201 | 1257 | 1276 | 1283 | 1261 | 1268
%5 92 | 85 1 140 | 183 1 211 | 260 | 308 | 329 | 398 | 428 10 175 | 367 | 472 | 566 | 660 | 748 | 832 | 912 | 988 | 1060 | 1067 | 1068 | 1056 | 1042
m 3 1 95 | 139 1 181 1 233 | 265 | 286 | 327 15 80 | 304 | 461 | 503 | 634 | 647 | 709 | 709 | 728 | 763 | 719
5 79 112 | 140 | 162 | 192 | 2a1 20 114 | 288 | 393 | 485 | 503 | 524 | 507 | 504
50 90 | 129 | 173
55 54 | 9
Flow max Head max DC voltages range AC voltages range Motor frequency Flow max Head max DC voltages range AC voltages range Motor frequency
860L/min 55m 90-380Vmp (90-440v0C) | — |  ——— | 13351 /min 24m 90-380Vmp (90-44ovoC) | — | —— |
PV Connection Max input power Outlet size Motor size PV Connection Max input power Outlet size Motor size
300W+2x%8 2 Way parallel 5. 1kW 2.5” 4”7 300Wx2%8 2 Way parallel 5. 1kW 3” 4"
Volume Gross weight Net weight Pump Length Pump diameter Volume Gross weight Net weight Pump Length Pump diameter
0 S, 1o 21 30KGS 22KGS 0. 75m 5 0. S, om0, 2Am 29KGS 22KGS 0.71m 6"
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Item FS-250P-Aa FS-270P-Aa FS-300P-Ab FS-330P-Ab
Max.Power(Pmax) 250W 270W 300W 330W
Opt. Operating Current(Imp) 8.28A 8.61A 8.37A 8.74A
Opt. Operating Voltage(Vmp) 30.80V 31.43V 37.04V 37.76V
_1 MOTOR 5 HP Centrifugal pump Short Circuit Current(Isc) 8.86A 9.14A 8.96A 9.14A
Open Circuit Voltage(Voc) 37.69V 38.28V 45.89V 46.90V
Module Efficiency 15.70% 16.60% 16.00% 17.00%
Module Power Tolerance 0/+3%
Operating Temperature -40°C~+85C
1600 Max. System Voltage 1000V/1500V DC(IEC)
/ 5 m Max. Nominal Fuse Current 15A
T Application Level A
// STC Irradiance 1000W/m', Module temperature25C, AM1.5
1400 / 10n NOCT Irradiance 800W/m:, Module temperature 20C, AM1.5, Wind speed 1m/s
— /
/ / Temperature characteristics Packaging specification
/ // Nominal Operating Cell Temperature 45+2C Container 20° GP 40° HC
& 1200 d L~ Temperature Coefficient(Pmax) -0.410%/C Module quantity per pallet 26 26
o] / / Temperature Coefficient(Voc) -0.340%/C Pallet quantity per container 12 28
Z / Temperature Coefficient(Isc) +0.049%/°C Module quantity per container 312 728
S / 15m
> 1000 7 / Mechanical Data FS-250P/270P-Aa FS-300P/330P-Ab
o / CELLTYPE 156.75x156.75mm Polycrystalline 156.75x156.75mm Polycrystalline
& / / Cell Arrangement 60 (6x10) 72 (6x12)
= / / Dimensions 1640 x 992 x 35mm 1956 x 992 x 40mm
800 7 / Weight 18kg 28kg
Front Cover 3.2mm tempered glass 4.0mm tempered glass
/ 20m Frame Material Anodized aluminium alloy Anodized aluminium alloy
y J-Box |P67.3 diodes IP67.3 diodes
600 y Cable TUV(2Pfg1169:2007) TUV(2Pfg1169:2007)
/ 4.0mm?(0.006inches?),(—)1000mm(39.4inches)and(+)1000mm(39.4 inches) | 4.0mm(0.006inches?),(-)1100mm(43.3inches)and(+)1100mm(43.3 inches)
Connector MC4 MC4
400 Performance under low irradiation
Industry-leading performance under low irradiance conditions. The module efficiency of irradiance 200W/M2 is above 96.5% of the irradiance 1000W/M2 module efficiency
200 /
/ Engineering Drawing FS-250P/270P-Aa Engineering Drawing  FS-300P/330P-Ab
0
0 300 600 900 1200 150018002100 24002700 3000 3300 3600 3900 4200 4500 4800 5100 5400
INPUT POWER(WATTS)
INPUT POWER (WATTS)
600 | 900 | 1200 | 1500 | 1800 | 2100 | 2400 | 2700 [ 3000 | 3300 | 3600 | 3900 | 4200 | 4500 | 4800 | 5100
HEAD (m) FLOW RATE (LITERS/MINUTE)
5 463 | 590 | 787 | 863 | 919 | 985 | 1102 | 1181 | 1259 | 1314 | 1344 | 1393 | 1441 | 1463 | 1493 | 1546
10 35 239 | 391 | 521 628 | 730 | 838 | 922 | 1035 | 1097 | 1164 | 1226 | 1256 | 1313 | 1379
15 164 | 322 | 434 | 538 | 640 | 726 | 765 | 822 | 892 | 972 | 1040
20 89 202 | 324 | 382 | 526 | 600 | 686 | 695

1=V Curves Of PV Module I-V Curves Of PV Module
Flow max Head max DC voltages range AC voltages range Motor frequency
1545L/min 25m 90-380Vmp (90-440v0C) | —r |  —— |
PV Connection Max input power Outlet size Motor size
300W2%8 2 Way parallel 5. 1kW 3”7 47
Volume Gross weight Net weight Pump Length Pump diameter
0. 9m*0. 15mek0. 241 ”
0. 421“*0‘ Sﬁ*o. 25$ 29KGS 22KGS 0. 71m 6
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