ODA465-36V-MH
DIMENSIONS
2102*1040*35mm

CELL SIZE
166*83mm

JUNCTION BOX
Waterproof protection grade:IP68
Safety Level: Class II
Maximum System Voltage: 1500V
outstanding waterproof level、
Effectively resist harsh environments

Frame
Strong machinical load
resistance up to 5400Pa
Anodic oxidation layer resistant to
chemical corrosion available
in silver and black

Half-cut Technology
New circuit design, lower internal current and
lower internal resistance loss

Signiﬁcantly avoiding heat spot
The unique circuit design to reduce the temperature
of heat spot signiﬁcantly,so that to reduce the power loss
and then increase the output of modules.

Lower cost
Increasing power generation can reduce the
cost per kilowatt-hour

·IEC61215 / · IEC61730

Excellent performance of PID resistance
The performance of PID resistance(Potential Induced
Degradation) passed the standard of TUV Nord.

Year

OSDA Solar established in 2008, is a high-tech enterprise integrating R&D, production and sales of solar
energyproducts.Itiscommittedtotheoverallsolutionofdistributedphotovoltaicsystemandprovides
servicesfromconsulting,design,construction,ﬁnancingtointelligentoperationandmaintenance.
OSDA has 3 production sites in China and branches and representative ofﬁces in more than 10 countries
overseas. Products include solar cells, modules, On/Off grid solar system, solar pump and other solar related
applications. Our products have passed many international certiﬁcations such as TUV, MCS, CEC, IEC, ISO,
CE, CQC and so on. With excellent quality, our products are exported to more than 100 countries of the world.
Since its establishment, OSDA has always followed the idea of "Smart energy，Lightening future". It has
followed the steps of” the Belt and Road Initiative”, we bring bright light to the countries and people who are
short of electricity. Sharing the concept of modern civilization, and building a green home together.

ODA465-36V-MH
ODA465-36V-MH
465.00
42.10
11.06
49.90±3%
11.78±3%
21.30

ODA465-36V-MH
347.20
39.20
8.85
46.80±3%
9.53±3%

MaximumSystemVoltage（V）

1500V

MaximumSeriesFuseRating（A）

20A

PowerTolerance

0~+3W

PmaxTemperatureCoeﬃcient（
s W/℃）

-0.350%/℃

VocTemperatureCoeﬃcient（
s V/℃）

-0.270%/℃

IscTemperatureCoeﬃcient（
s A/℃）

+0.048%/℃

NOCTNominalOperatingCellRemperature（℃）

45±2℃

OperatingandStorageTemperature（℃）

-40~+85℃

CellType

166*83Mono

No.ofCells

144（12*12）

Dimensions

2102*1040*35mm

Weight

23.50kg

FrontGlass

3.2mmhightransmission,lowiron,temperedglass

Frame

AnodizedAluminiumAlloy

Junctionbox

IP683diodes

Outputcables

4mm²cable30cm（InlcudingMC4connector)

MaxWindLoad/SnowLoad

2400Pa/5400Pa

20FTcontainer

5Packages/155pcs

40HQcontainer

22Packages/726pcs

Tel:86-574-87915068
Call:86-13566302808
E-mail:sales@osdasol.com
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